Panther

ABSNELINE

SMART UP PLUS
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M Batterieiberwachungsgerate ANSICHT DER ARBEITSZYKLEN
M Datenerfassung von 400 Arbeitszyklen S — ]
B Fiir Batterien mit 24/36/48/72/80/96V AL iy | —
(12V moglich auf Anfrage) o o 32
m Hall-Effekt-Sensor e

B Entladezeit und Kapazitat

B Macht Batterie- und Ladefehler wahrend des
Ladevorgangs sichtbar

M Temperaturanzeige auf SMART UP Plus verfuigbar .

M Niedriger Elektrolytstand auf SMART UP Plus ——
verflugbar

W Interner Datenspeicher = 32 * | xo
M USB Kabel fir die Programmierung
W Moglichkeit zur Verbindung mit RS 485 & CAN BUS " ._

® Schutzklasse IP 54 Nl

m Arbeitstemperatur -20° bis +50° ?EI‘M]J 1l W

..... 1208 12-9#1, 0000 | 2-set, 12:00 13-5e1, 00:08 13-ser, 1208 Ld-ser, 0008 Id-ser, 120
Tempo

Grafico della Tensione (V) - Ciclo Nr. 8

Dt 11 I0006 11:21:12

Grafico della Corrente (A) - Ciclo Nr. 8

Carrente (&)

Modell Ah Batterie Art. Nr. e s
Al
SMART UP T200 100 = 340 ZB.SMARTUPLUST200 :=3=-

SMART UP T400 350 = 740 ZB.SMARTUPLUST400 . J:I-m: 9000 1l-ser, 1200 12-5en, 0000 n-s--.:i::“::-w. 0000 13-er, 1280 14-7at 0080 34-3er, 129

SMART UP T800 750 + 1500 | ZB.SMARTUPLUST800 [l Tonions haims
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SMART UP PLUS
BATTERY MONITORING

M Battery Monitoring device
M Data Memory 400 working cycles

M For batteries 24/36/48/72/80/96V
(12V available on request)

M Hall effect sensor
M Discharge time and capacity

M Battery faults and failures occurring during the
charging process

B Temperature indication available on SMART UP Plus

M Low electrolyte level available on SMART UP Plus
M Internal data storage

m USB Cable for programming

M Possibility to connect with RS 485 & CAN BUS

B P54 protection

® Working temperature -20° to +50°

Model Ah Battery Art. No.
SMART UP Plus T200 100 + 340 ZB.SMARTUPLUST200
SMART UP Plus T400 | 350 + 740 ZB.SMARTUPLUST400
SMART UP Plus T800 750 = 1500 | ZB.SMARTUPLUST800
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DISPLAYING WORKING CYCLES
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10-ge1, 08:00 Li-gen, |2:08 1Z-ge1, 0000 12-3e1, 12:00 13-se1, 00:00 13-set, 1208 Ld-ser, 00:08 Dd-ser, 129
Tempo

Grafico della Tensione (V) - Ciclo Nr. 8
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L1-gen, 00.00 1l-ger, 1200 12-gen, 0000 1Z-gun, 1200
Te

B3-3#1, 00000 ) 3-gen, 1200 |4.m;nnon Rd-ge1, 120
mpo

B corrente

W Tersione

[l Tensione Massima
[l Tensione Nominate
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